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WHAT IS CLAIMED IS: 



in a mobile telephone 



time difference value 
is obtained; 



A method for the management of time 
cornpri9(ng the following steps: 

binary message representing a xeal time is [produced; 
nis binary message is used, or displayed on the screen, in an 
understandable form to make it useful or visible to a i|iser; 
wherein: 

- a Binary message representing an absolute time is produced in 
another register; 

- a country code of a country in which the mobile telephone is located 
is measured;! 

- a value of absolute time is added to a 
associated wim a measurement, and a modified time 

- the modified time is substituted for the real tir|ne, 

2, A method according to claim 1 , wherein: 

- the displayed time is set when the mobile telephone is in a standby 

state. 

3. A method according to claim 1, wherein: 

- the displayed time is set by using data 
identification information sent by a base station of a rjetwork. 

4 - A method according to claim 3, wherein 

- identification information corresponding to 
country in which tme mobile telephone is located is sdnt, and 

- this code is converted in the mobile telephone into a data element for 
setting the displayed time. 

5 - A method according to claim 3, wherein 

- identification information corresponding to 
country in which theimobile telephone is located is sdnt, and 

- this code is converted in the mobile telephonp into a data element for 
setting the displayedltime. 

6. A method according to claim 3, wherein 

- identification Information (LAC-CI) corresponding to a location of a 
base station in whose zone the mobile telephone is located is sent, and 

- this code is converted, in the mobile telephone, into a data element 



elements coming from 



an operator code of a 



an operator code of a 



12/04/2001 10:24 



0130738449 



SCHMIT 8 ASSOCIES 



• 



PAGE 



15 




in 

h 

ifl 

in 



!□ 
01 
O 
05 
P 



15 



for setting the displayed time. 

7A A method according to claim 1, wherein 

- SMS type messaging signals containing a 
zone are sent. 

8, /A method according to claim 3, wherein 
information pertaining to summer/winter 

correspondence with identification information, is 
mobil^telephone, 

the setting of the displayed time is modified 
sumtber/winter time change information, as a function 
information sent and as a function of a piece 
pertjaining to a current season. 

9, A method according to claim 1 , wherein: 

- the displayed time is deduced from a time 
absolute time known in the mobile, and wherein 

- the displayed time is set by adjusting the difference 

10, A method according to claim 1 , wherein, 
the name of the country in which the mobile telephone is located is 

displaced 



Tieasurement of a time 



time changes, in 
scored in a table of the 

as a function of this 
of the identification 
Af calendar information 



difference added to an 
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